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tem Specification
Diameter FE9mm
Height 103mm
Mount M34Fx0.75mm
G Sensitivity
Order Code Sensor & Size(mm) Pixel{m} Dexk Semi FPS/Resolution Binni Exposu
A Dynamic Range N "
SNRimax)
- 87 1lmv with 1/30s 2
SIM/IMXEA55(M) s 6.2@93563x6380(16bit) 1x1,
2 - 7
ggﬁﬁ:ﬁt& 2.7"(35.98x23.99) 3.76x3.76 0"}39”;‘8 ;"‘;g e 18.8@4784x3190 2x2, 0.1ms~3600s
= ; Full Frame it 55@3184x2124 3x3
AR R 61M/IMX435(C) ;8;;”1‘: “'?E i'ﬁ,igs 6.2@9368x6380(16bif) 1x1,
s 2.7"(35.98x23.99) 3.76x3.76 e ”81; ‘;';B e 18.8@4784x3190 2x2, 0.1ms~3600s
: Full Frame b die 55@3184x2124 3x3
Other Specification
Spectral Range 380-690nm (with IR -cut Filter) or 330-1050nm(with Double Side AR Coating Protect Window)
White Balance F.OI White Balance’ Manual Temp Tint Adjustment™MA for Monochromatic Sensor
Color Technique Uttra-Fine™ Color Engine WA for Monochromatic Sensor

Capture/Control SDE

Windows/Linux'macOS/Android Multiple Platform SDE({Native C/C++, C#VB.NET, Python, Java, DirectShow,
Twain, ete);

Recording System

Still Picture and Movie

Cooling System*

Two-stage TE-cooling System 30-35 °C below Ambient Temperature

Operating Environment
Operating Temperature(in 10~ 50
Centidegree) T
Storage Temperature{in Centidegree) | -20~ 60
Operating Humidity 30~80%RH
Storage Humidity 10~60%FRH
Power Supply External Power Adapter, DC12V, 3A
Software Environment
Microsoft® Windows® XP/ Vista/ 7/ 8 /10 (32 & 64 bit)
Operating System 08x{Mac 08 X)
Linux

CPU: Equal to Intel Core2 2.8GHz or Higher

Memory:2GB or More

PC Requirements

USB Port: USE3.0 High-speed Port

Dizplay:17" or Larger

CD-ROM




: 6.8@6224x4168(16hit) 1xl
ATR3CMOS26000KPA f?‘;ﬁj 1151 (6‘:3 3765376 | 48Smvwith130s | 14.2@6224x4168(Sbit) 1x1 5w
ATRP126000A i ﬁj)s,:: &7 it 0.07mv with 1/30s 371@3104x2084 2x2 s
8 110@2064x1386 3x3
— 6.8@6224x4168(16hit) 1xl
ATRICMOS26000KMA fGSMB 435 ’1;(2'? S B71mv with 1/30s | 14.2@6224x4168(8bit) 1xl i
ATRMI126000A e A_i’S,:l i) it 0.07mv with 1/30s 37.1@3104x2084 2x2 S EIEE
i 110@2064x1386 3x3
Spectral Range 380-690690nm (with IR-cut Filter) or 350-1050nm{with Double Side AR Coating Protect Window)
White Balance R.OI White Balance’ Manual Temp Tint Adjustment™NA for Monochromatic Sensor

Color Technique

Uttra-Fine™ Color Engine/NA for Monochromatic Sensor

Capture/Control SDE

Windows/Linux/macOS/Android Multiple Platform SDE{(Native C/C++, C#VB.NET, Python, Java, DirectShow,
Twain, etc);

Recording System

Still Picture and Movie

Cocling System™

Two-stage TE-cooling System -42 °C below Ambient Temperature

Operating Environment
Opa_ating Temperature(in 1050
Centidegree)
Storage Temperature(in Centidegree) | -20~ 60
Operating Humidity 30~80%RH
Storage Humidity 10~-60%EH

Power Supply

DC 5V over PC USB Port
External Power Adapter for Cooling System, DC12V, 3A

Software Environment

Operating System

Microsoft®* Windows® XP/ Vista / 7/ 8 /10 (32 & 64 bit)
08x(Mac 05 X)
Linux

PC Requirements

CPU: Equal to Intel Core2 2.8GHz or Higher

Memory:2GB or More

USB Port: USB3.0 High-speed Port

Display:177 or Larger

CD-ROM




